















Producer:





standard.ItisdesignedforconnectingaPPEsystemagainstfallfromaheightto
afixedconstruction.
TheAT151anchorpointmaybeutilisedbysingleuser.

byqualifiedtechnician.Theresultofinspectionshouldberecordedinthe
replacedwithnewoneorsubmitedunderdetailedinspectioncarriedout

4. Whentheanchorpointwasangagedinfallarrestingthanitshouldbe
(cracs,deformationorcorrosion)shouldbetakenintoaccount.

3.






TheAT151ismadeofstainlesssteel.outbyaqualifiedperson.Theresultofinspectionmustberecordedinthe








jointoranchorages.
inclinedposition.Itcanbefastentoafixedstructurewiththeaidofthreescrews
TheAT151anchoragepointisintendedforinstallationatvertical,horizontalor

Incaseofanydoubtpleasecontactwithproduceroritsauthorised5.




representatives.




















AnchorpointAT151isananchoragedeviceclassA1,conformtotheEN795



OperationalSheet.

Duringtheinspectionsanymechanical,chemicalorthermaldefects

fax.:(+4842)6802093,email:protekt@protekt.com.pl
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Beforeeachuseavisualinspectionshouldbecarriedoutbytheuserto1.
ensurethattheanchorpointisingoodcondition.
ItisrecomendedthattheAT151anchorpointisperiodicallyinspected2.
every12monthafterinstallation.Theperiodicinspectionmustbecarried
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ANCHORPOINTANCHORPOINT

PersonalprotectiveequipmentinassociationoftheAT151mastnotbeusedbypeople

RulesofattachingthefallprotectionsystemmustbeconformtoEN363standardand5.
standardsofappliedequipment(e.g.EN354/355safetylanyardsandenergy
abbsorbers,EN3532guidettypefallarresters,EN360retractablefallarresters,
EN358workpositioningsystems).
Beforeeachuse,thefreespacerequiredbeneaththeuserattheworkplaceshouldbe6.
verified,sothat,inthecaseofafall,therewillbenocollisionwiththegroundorthe
otherobstacleinthefallpath.
Theanchorpointshallbeusedexclusivelyinaccordancewithitspurpose.Any7.
speciallapplicationsmustbeagreedwithproducerorauthorisedrepresentatives.
ThisAT151anchorpointmustbeinstalledexcusivelybyqualifiedpersonwhohave8.
enoughkonwledgeandexperienceinthissubject.Inparticularsuchapersonshoul
knowtheEN795standard,theboltsoranchorsmanufacturer'sguidelinesconcerning
assembliesandthismanual.Theassembledanhorpointshouldbechecked
(approved)byapersonauthorisedtocheck(e.g.engineerorqualifieddesigner).
Thepersonwhoassemblestheanchorpointtakesfullresponsibilityfortheassembly.9.
Neitherthemanufacturernorthedistributorareresponsibleforanassemblythatis
carelessandincompliantwiththeguidelines.Onrequest,themanufacturerand/or
distributordeliverallthenecessarytechnicalinformationconcerningtheproduct,the
technologyofitsassembly,thewayofcheckingitandtheproductcertificateof
compliance.
Asfaraspossible,theanchorpointshouldbelocatedabovetheuser,inordertolimit10.
thefalldistance.
Theenvironmentalconditionsexistentinplaceofinstallation,havinganeffecton11.
corrosionoftheanchorpointand/orattachments,shoulbetakenintoaccount.
Iftheproductisresoldoutsidetheoriginalcountryofdestinationthisinstruction12.
shouldbeprovidedinthelanguageofthecountryinwhichtheproductistobeused.

4.
whosehealthconditionmayinfluencetheirsafetyduringnormaluseoremergency
procedures.

8.

theconnectionmeetstheEN795classA1requirements.
recomendedthattheskilledtechniciancarriesoutacalculationtocheckthat

Theconnectionwiththeconcretebaseshouldbemadewiththeuseof

anchorshavetobemountedstrictlyaccordingtotheinstructionofthe
anchor'smanufacturer.
TherecomendedmaterialofthejointisstainlesssteelcalssA2orother6.

Beforeeachuseavisualinspectionshouldbecarriedouttoensurethatthe

3.
deformation)isprohibited.
Theusageofanchorpointwhichwasangagedtoarrestofafallisprohibited.4.
Suchadeviceshouldbereplacedorinspectedbyqualifiedengineer.
AnchoringtotheAT151anchorpointmorethanonepersonorsuspendany5.
loadsisprohibited.
Makinganymodificationsoftheanchorpointisprohibited.



2.
anchorpointisingoodcondition.
Theusageofanchorpointwithanyfault(suchas:corrosion,cracksor

6.

baseshouldhaveadurabilityagainstpressureofatleast20MPa.The
chemicalormechanicalanchorsoftheboltdiameter12mm.Theconcrete

5.

Incaseoffixinginothermaterialsthanmentionedabove(e.g.wood),itis
AoftheEN795standardshouldbeapplied.

7. Recommendationsconcerninginstallationspecifiedininformativeappendics
whichtheanchorpointisapplied.
materialwhichisappropriatefortheaggressivenessoftheenvironmentin



Thismanualmustbereadbeforeinstallationoftheanchorpointandbeforeusingas1.
well.Theinstructionmustbefollowed.
Thisinstructionmanualmustbekeptavailabletoallusers.Additionalcopiescanbe2.
deliveredonrequestbyproducerordistributor.
AT151anchorpointcanbeappliedforattachingPPEagainstfallsfromaheight3.
conformtotheDirective89/686/EU.Thefallprotectionsystemmustbeinaccordance
toEN363orEN358standard.



BeforeinstallatiiontheAT151anchorpointshouldbestoredinacleanand1.
dryplace.Thestorageconditionsshouldprotectitagainstchemicalor
mechanicaldamages.
TheAT151anchorpointcanbefixedtovertical,horizontalorinclinedsupport2.
ofresistancemorethan10kN.
Theinstallationshouldbecarriedoutaccordingtoproperproceduresand3.
followingtherecommmendationsoftheproducerofappliedfastenings(bolts
oranchors).
Theconnectiontoasteelbaseshouldbemadewiththeuseofscrewsofa4.
minimumdurabilitycorrespondingtothedurabilityofscrewsM12A270.All
theelementsofthescrewconnectionshouldbeprotectedagainstcorrosionor
madefromstainlesssteelmaterials.Thenutsandhexagonalheadsofthe
screwsshouldbeequippedwithpadsappropriateforthreadM12.Thenutsin
screwconnectionsshouldbeselfbrakingorsecuredagainstselfunscrewing
withlocknuts.Theboltslengthsshouldbeappropriatetothethicknessofthe
supportstructure.



Beforeandduringuseanynecessaryrescueactionsshouldbeplanned.1.

PrevailingtorquetypehexagonnutM12DIN985
Flatwasher13mmDIN125A
HexagonheadboltM12DIN931
orhexagonsocketheadcapboltM12DIN912


