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Universal safety post
for trapezoidal sheet    NEW

 MIN. STATIC 
 TRENGTH 
30 kN      

 PROTECTION
 FOR 3 PEOPLE 

 MOUNTING TO TRAPEZOIDAL SHEET 
 FROM A THICKNESS OF 0.5 mm 

 STAINLESS STEEL 

EN795: 2012 type A 
CEN/TS 16415:2013 

275 mm 

375 mm 125 mm 

HLH 700 
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Assembly kits HLH 700
REF. No.: HLH 700 101 FOR SHEET THICKER THAN 0,63 mm

REF. No: HLH 700 102 FOR SHEET THICKER THAN 0,5 mm

SET CONTAINS:

x8 Tight blind rivet 7 mm

x1 Rotating anchor point

x1 Post top plate

SET CONTAINS:

x20 Screw with seal 5,5x25 mm

x1 Rotating anchor point

x1 Post top plate

MOUNTING HOLES SPACING:

MOUNTING HOLES SPACING:

275 mm 
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Application of the system HLH 700

AN EXAMPLE OF INSTALLING TEMPORARY SAFETY SYSTEMS

ASSEMBLING THE POINT TO WORK POSITIONING

 EN795 TYPE B, C 

 EN353-1 

 45° 

 45° 



X
D

X < D =
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Avoid situations when the lanyard 
distance from the roof edge (X) 
is smaller than the expected lanyard 
deflection (D - according 
to the instructions).

The connecting and shock-absorbing 
system must be approved for use
in contact with the edge of the roof.

AN EXAMPLE OF COOPERATION
WITH HORIZONTAL ANCHORING SYSTEMS AE320/AE321

AE 320 10/20/30 m AE 321 10/20/30 m

+ x20 Screw with seal
5,5x25 mm

+ x8 Tight blind rivet
7 mm

for sheet thicker
than 0,63 mm

HLH 700 101

for sheet thicker
than 0,5 mm

HLH 700 102

Material: stainless steel

Dimensions: 375 x 275 mm


